





Durability of oil-based caulking compound and rubber gaskets applied in 
panel joints of the old living hut built in 1969 at Syowa Station, Antarctica
Kyoji Tanaka1, Ichirou Shimizu2 and Yuko Suda3
Abstract: Deterioration of aged oil-based caulking and rubber gaskets that had
been used for sealing the joints between wall panels of the old living hut built in 1969
at Syowa Station was studied. As for oil-based caulking, tack and penetration mea-
surements were carried out. The caulking turned from flexible to brittle in mechanical
property by degradation. Fortunately, no water leakage from the joints was reported in
the service period of the building though the material had not severely moved by rigid
structural design. As for rubber gaskets, appearance observation, tensile and hardness
tests were carried out, they keep at good level in mechanical property, however severe















1東京工業大学建築物理研究センター．Structual Engineering Research Center, Tokyo Institute of Technology,
4259, Nagatsuta, Midori-ku, Yokohama 226-8503.
2 (財) 建材試験センター．Japan Testing Center for Construction Materials, 21–10, Inari 5-chome, Soka 340-
0003.
3東京工業大学大学院．Graduate School, Tokyo Institute of Technology, 4259, Nagatsuta, Midori-ku, Yokohama
226-8503.
南極資料, Vol. 46, No. 2A, 518–524, 2002
Nankyoku Shiryô  (Antarctic Record), Vol. 46, No. 2A, 518–524, 2002


























0.1 mmを 1として表すものである．図 4に測定装置を示す．試験は JIS K 2207に準拠して行










Fig. 1. Cross section of oil-based caulking and rubber
gaskets in the joints.
図 2 居住棟からの油性コーキング・ゴム環状ガスケットの採取位置
Fig. 2. Sampling locations of oil-based caulking and rubber gaskets in the
joints.
図 3 採取された，約 29年経過した硬化した油性コーキング材



















Fig. 4. Penetration tester (JISK7203).
図 5 油性コーキング材の針入度の経年変化


















Fig. 6. Rubber gasket.
図 7 居住棟から採取したゴム環状ガスケットの表面
Fig. 7. Surface rubber gasket.
(1) 引張試験
試料は環状ガスケット製品の位置による差異を調べるために，図 8に示すビート断面の
「前面」，「側面」，「底面」の 3カ所から試験片を採取した．試験片には図 9に示すダンベル 3







タケチ工業ゴム株式会社 (大阪府吹田市朝日が丘町 15番 2号) と判明したが，初期値の情報
を保管しておらず，初期値を知ることできなかった．そのため初期値との比較はできなかった．
(2) 硬さ試験
硬さ試験は同じく JIS K 6253に準拠して行った．測定にはある程度の厚さが必要であり，












Fig. 11. Test results of rubber gaskets tensile strength.
図 9 引張試験用ダンベル状 3号形試験
片






















Fig. 12. Hardness tester.
図 13 居住棟から採取したゴム環状ガスケット
の硬さ試験結果
Fig. 13. Test results of rubber gaskets hardness.
